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553.03.1 Fabrication

Fabricate all prestressed concrete members using a manufacturing plant currently certified
by the Prestressed Concrete Institute or the National Precast Concrete Association in the
category applicable to the member being fabricated. The Department will make an exemption
for new manufacturing plants that are of the same ownership as an existing certified plant,
provided the new manufacturing plant operates under the same quality assurance and control
programs as the certified plants, modified to address any production differences, and all
fabrication is performed under the direct supervision of a quality assurance and control manager
provided by an existing pre-qualified plant. Direct supervision means that the quality assurance
and control manager is on site during all fabrication performed in the new fabrication plant and
is responsible for the quality assurance and control activities.

Furnish a copy of the plant’s current certification in the applicable category along with the
fabrication drawings for the elements to be fabricated. For new manufacturing plants, submit
and receive approval of any proposed modifications to the parent plant’s quality assurance and
control program prior to beginning production. Allow 30 business days from the date submitted
for Department review and approval. New manufacturing plants may operate under the parent
plant’s quality assurance and control programs for a maximum of 18 months from the date of
opening. Plants currently operating under this exemption may do so only until January 1, 2016.

The fabricator may prestress by pretension or post-tensioning the member, subject to the
contract requirements.

Obtain written approval before changing the prestressing details.




